
1536-1268/05/$20.00 © 2005 IEEE ■ Published by the IEEE CS and IEEE ComSoc PERVASIVEcomputing 53

E N E R G Y  H A R V E S T I N G  &  C O N S E R V A T I O N

R
esearch on pervasive computing sys-
tems has focused on algorithms, sys-
tem architectures, and software
issues associated with systems that
compute for extended time periods

and that are incorporated into everyday objects.
However, as the time period for system use
increases, hardware reliability becomes an impor-
tant design factor. A possible reliability metric for
pervasive computing systems could be the degree
to which the systems are immune to power loss
and wide variations in operating conditions. The
goal is to achieve power sources that operate over

a wide temperature range and
for extended time periods with
high reliability.

To reach this goal, researchers
have investigated technologies
for miniature micropower ap-

plications and developed radioisotope power gen-
erators (see the “Related Energy Sources” side-
bar). Unfortunately, the former usually suffer
from low energy densities, low conversion effi-
ciencies, or unreliability, while the latter suffer
from low energy conversion efficiencies, taking
away from the high energy densities that radioiso-
tope thin films offer. To help remedy this, we’ve
created a power source employing radioactive
thin films and piezoelectric unimorphs, using a
nonthermal energy conversion cycle that enables
much higher energy conversion efficiency.

A potential for power: 
Radioactive thin films

The kinetic energy of the particles emitted from
radioisotopes is temperature insensitive up to
fusion temperatures (radioactive thin films emit
electrons as beta particles, helium nuclei as alpha
particles, and photons as x-rays). This can extend
a pervasive computing system’s operating tem-
perature range, possibly from milliKelvin to thou-
sands of Kelvin, assuming the hardware is com-
posed of the appropriate materials. Moreover,
radioactive thin films emit energy over a time gov-
erned by the half-life, which can be very long. For
the 63Ni �-source we used, the half-life is 100.2
years. Hence, the power sources we describe
could extend a system’s operating life by several
decades or even a century, during which time the
system could gain learned behavior without wor-
rying about the power turning off.

Radioactive thin-film-based power sources also
have energy density orders of magnitude higher
than chemical-reaction-based energy sources.
This enables submillimeter-scale power sources,
which is significant given the crucial role that met-
rics of power and energy density play in deter-
mining pervasive computing systems’ usefulness
in applications limited by size.

For example, although pacemakers and dia-
betes-monitoring equipment are already avail-
able, no system is small enough to fit inside a
prostrate or brain for long-term monitoring
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without external power. In fact, a total
system volume of less than a cubic mil-
limeter is inaccessible to current perva-
sive computing architectures that use
batteries. You might argue that com-
puters smaller than one millimeter are
more sensors than useful computers,

but many commercially viable hand-
held pervasive computer architectures
require input from an array of micro-
autonomous sensors. These sensors also
must be reliable so that embedded sen-
sors in the human body, or in buildings,
work not only in normal operating con-

ditions but also when the body or build-
ing isn’t providing power. The sensors
should be able to detect a missing com-
ponent in a building, nonfunctioning
body parts, or undesired RF signals
from a spy and should continue to log
data even when the power for the tra-
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Micropower sources
Researchers have investigated several technologies for miniature

micropower applications. The most commonly used electro-

chemical batteries have very high conversion efficiencies (up to 

50 percent) but suffer from low energy densities (1–2 kJ/m3).1

Hydrocarbon fuels have higher energy densities (20 kJ/m3) but

suffer from low conversion efficiencies at the microscale. Demon-

strated technologies for hydrocarbon energy generation at the

microscale conversion include microfuel cells2 and microheat

engines.3 Solar cells4 can potentially provide long lifetimes at an

acceptable power density (10 mW/cm2 under direct sunlight) but

need light for operation, which might not be available at all times. 

Several groups have demonstrated energy harvesting from

ambient vibrations, light, and wind, as illustrated by the other arti-

cles in this issue. However, the energy and power density for such

sources are stochastic variables. Here, we present a piezoelectric

power source that uses an energy source that is not stochastic and 

is available at all times, potentially for several decades. Most signifi-

cantly, our power source employs piezoelectric elements for energy

conversion just like in the vibration energy-scavenging approach.

Hence, the mechanism presented here offers to complement vibra-

tion energy scavenging by allowing vibrations to generate power

when the vibration power is available, while at the same time pro-

viding energy from radioactive drive of piezoelectric generators

when the vibrations aren’t present.

Radiated energy from radioisotopes
Compared to chemical fuels, radioisotopes have very high energy

densities (approximately 105 kJ/m3).5 Additionally, since the half-

lives of radioisotope thin films can range from hundreds of years to

a few seconds, we could design a power source with the optimal

lifetime by choosing a suitable radioisotope.

Early work on radioactive-energy conversion focused on thermal

heating using the kinetic energy of emitted particles.6 The heat can

then be converted into electricity using the thermoelectric7 and

thermionic8 conversion mechanisms. These mechanisms employ

heat cycles and require high temperatures (300 to 900 K) for effi-

cient operation. They’re generally useful to generate power in the

few watts–kilowatts range, but they don’t scale down well for micro-

power applications. As the size reduces, the surface-to-volume ratio

of the heat source increases, leading to a higher percentage of heat

leaked to surroundings. Although it might be possible to reach high

thermoelectric conversion at the microscale using exotic materials

and nano-heat-transfer effects, thermal heat energy management at

the microscale is a tough engineering challenge.

An alternative to high-efficiency energy conversion is direct

charging of capacitors with emitted charged particles from radio-

active thin films.9 These systems generate very high voltages (100

kV to 10 MV), which are necessary for efficient energy conversion.

The need for power conditioning circuitry at these voltages makes

this approach untenable. Another approach commonly employed

for microscale radioactive power sources is using the betavoltaic

effect (emitted charge e-h+ generation),10 much like in solar cells.

Betavoltaic cells tend to be low-power devices operating at low

efficiencies (< 0.5 percent). Moreover, they present a trade-off

between power output and lifetime because increased radiation

doses onto semiconductors can lead to limited lifetime due to

impact damage.
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ditional pervasive computing system is
unavailable. 

Researchers have known about radio-
active thin films’ high energy density
for some time, but a high conversion-
efficiency mechanism has been elusive
at the millimeter scale or microscale. We
demonstrate power conversion effi-
ciency of emitted nuclear-to-electrical
power of two to three percent, using a
radioactive-to-mechanical-to-electrical
conversion cycle. Given that the energy
density of radioactive thin films is 100 to
1,000 times higher than chemical energy
density, a volumetric scaling of the elec-
trical energy source of three to 70 is pos-
sible. This advantage scales the power
source volume to be much smaller, let-
ting us achieve a total pervasive com-
puting volume of sub-one-millimeter
cube.

Our radioisotope-powered
piezoelectric generator

Our RPG builds on previous work
where we reported on a self-reciprocat-
ing direct-charging cantilever.1 We
showed the feasibility of capturing the
kinetic energy of emitted particles to
actuate a cantilever and convert the radi-
ated kinetic energy to stored mechanical
energy in the cantilever. Our RPG uses
the direct-charging process to actuate a
piezoelectric unimorph, which in turn
generates electrical power. This is similar
to vibration-scavenging converters that
use piezoelectric devices.2,3 The piezo-
electric unimorph supplies the load cir-

cuit with a directly usable voltage signal
while shielding it from the high voltage
generated owing to the radioisotope’s
direct charging. 

Construction and working principle 
As Figure 1a shows, in our RPG, the

collector at the cantilever beam’s tip traps
the charged particles emitted from the

thin-film radioactive source. Through
charge conservation, the radioisotope
film is left with opposite charges. This
leads to electrostatic force between the
cantilever and the radioactive source,
bending the cantilever and converting
the radiated kinetic energy to stored
mechanical energy (see Figure 1b). For
suitable initial gap separations, the can-
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tilever’s tip eventually makes contact with
the radioactive thin film, neutralizing the
accumulated charges via charge transfer.
As the electrostatic force is reduced to
zero, the cantilever is released, exciting
cantilever oscillations (see Figure 1c).

The oscillations put stress on the
piezoelectric element near the anchor.
The time-varying stresses lead to charges
induced across the piezoelectric element
at the cantilever’s base. The piezoelectric
element thus behaves as a current source
supplying electrical power to any exter-
nal circuit connected across its terminals. 

By applying a suitable load across the
RPG, we can design the cantilever sys-
tem to behave as a resonant power
source. We can use the direct AC signal
from the micropower generator in a
radioactively powered acoustic trans-
mitter for application in wireless sensor
nodes.4 We can also use a rectifier circuit
topology to extract power. The microp-
ower generator’s rectified output current
can charge a storage capacitor or
rechargeable battery. We later demon-
strate the power of a microsystem com-
prising an optical sensor that modulates
a silicon-on-sapphire ring oscillator for
data logging.5

Device analysis
Here we present an elementary analy-

sis of the RPG device. (We present its
design, fabrication, and power genera-
tion characteristics in detail elsewhere.6)
For the purpose of analysis, we assume
a simple resistor load focuses on the
microgenerator’s characteristics. The
radiated kinetic energy Er for one recip-
rocation cycle is 

,   (1)

where Nr is the number of collected
charged particles per second, Eavg is the
average kinetic energy of the emitted par-
ticles, Tch is the charging period, and Tvib

is the duration for which the vibrations
are sustained. The vibration period Tvib is
negligible compared to Tch for devices
with high efficiency, because high charge
voltages requiring long reciprocation
times lead to high efficiency. We can cal-
culate the charging period Tch using 

,          (2)

modeling the air-gap capacitor as a cur-
rent controlled electrostatic actuator.
The electromechanical energy Eem stored
in the cantilever just before discharge is

,

(3)

where Em is the stored mechanical energy,
Eq is the stored dielectric energy in the

piezoelectric element, k is the stiffness of
the cantilever beam, �0 is the initial gap
height, Qp is the charge induced in the
piezoelectric just before contact due to
the bending deformation, and Cp is the
piezoelectric element’s capacitance. For
the devices discussed here, Em is approx-
imately 1,000 Eq. The extracted electrical
energy per cycle Eext, across a load resis-
tor Rl, is given by 

, (4)

where Vout(t) is the output voltage dur-
ing the vibration period. The ratio of the
extracted electrical energy to radiated
kinetic energy � is

, (5)

where �r is the ratio of the stored electro-
mechanical energy to radiated kinetic
energy, and �me is the ratio of the
extracted electrical energy to stored
electromechanical energy. We can maxi-
mize the ratio �r by designing the peak
charging voltage of the air-gap capacitor
Vcapmax to satisfy the following condition:

. (6)

Equation 6 is based on the two sim-
plifying assumptions that the peak
charging voltage isn’t limited by voltage
breakdown in the gap and that all the
emitted particles have a kinetic energy
of Eavg. However, in reality, gas break-
down limits the maximum voltage built-
up across the gap.6 This in turn affects
the level of efficiency we can achieve.

Regardless of the radioisotope ele-
ment’s beam stiffness and activity level,
which can remain constant, the can-
tilevers’ reciprocation period can be short
(100 ms) or long (1 hour), depending on
the initial gap separation. The larger the
initial gap separation, the higher the can-
tilever’s final mechanical energy, resulting
in more available power. By carefully opti-
mizing the structure, we’ve demonstrated
an overall conversion efficiency of 2.78
percent. The optimized generator goes
through a charge-discharge-vibrate cycle,
integrating all the energy collected during
the charging phase (115 min. at 48 nW
input energy from a weak 0.5 milliCurie
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By applying a suitable load across the

radioisotope-powered piezoelectric generator,

we can design the cantilever system to behave as

a resonant power source. 



source, resulting in a total energy input Er

of 331.2 �J per cycle). This enables high
power output (16 �W peak across a 1
M� load impedance, calculated from the
measured voltage and Equation 4) for a
short time (7 s) during the vibration cycle,
resulting in a total energy output Eext of
9.2 �J per cycle. We calculate the device’s
efficiency from Equation 5. 

Further increasing power output
We can achieve higher average power

output by increasing the radioisotope’s
activity (activities are approximately
hundreds of milliCuries), which reduces
reciprocation time (see Equation 2). In
some cases, this can even lead to contin-
uous reciprocation, with average power
output in the tens of �W range, which
could power low-power electronics or
trickle-charge a battery. 

We can also use the AC signal from the
piezoelectric element either directly or rec-
tified to charge an external capacitor. The
resulting voltage bias (approximately 2
V) could drive low-power sensors and
electronics. Figure 2a shows the power
generation characteristics of the RPG used
in the sensor microsystem we describe
later. The oscillation frequency is 35 Hz,
and the peak output power is 30 �W at an
overall conversion efficiency of 1 percent.
A close-up of the waveform at t = 1 s from
the discharge shows the oscillations’ sinu-
soidal nature. Figure 2b shows the mea-
sured rectified voltage across a 470 nF
external capacitor. The capacitor is dis-
charged in three seconds in the graph
owing to the oscilloscope’s loading (which
is approximately �A).

By trading continuous power for
pulsed power, high power is possible even
with low-activity radioactive sources,
mitigating the safety issues associated

with large amounts of radioactive thin
film (see the “Radioactive Power Sources:
Safety and Societal Implications” side-
bar). The power source behaves much
like a firefly, where the power is available
periodically, and it can be used over the
rest of reciprocation time. This power
source is also somewhat analogous to the
shoe-generated power supply,7 where
each footstep enables power generation. 

Of the three radiation types (�-parti-

cle, �-particle, and �-ray), �-particle emis-
sion is favorable for efficient conversion
owing to the lower energy/charge ratio
of the �-particles. The emitted particles,
once absorbed in the cantilever, con-
tribute to the energy conversion only
through their residual charge (see Equa-
tion 2), with their kinetic energy dissi-
pating as heat. The emitted particles’
energy content determines the maximum
allowable built-up electric field in the
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gap (Equation 6), which in turn deter-
mines the maximum initial gap separa-
tion that can sustain reciprocation and
hence the maximum mechanical energy
stored in the unimorph system (see
Equation 3). We can’t use �-ray emitters
because the thin layers of materials typ-
ical of microsystems can’t absorb them.
More importantly, radioisotopes emit-
ting �-radiation pose a safety hazard
because of the difficulty in confinement.

A prototype pervasive sensor
system

Here we demonstrate a prototypical
sensor system, powered by our RPG. We
power an optical receiver interfaced with
a voltage-controlled oscillator using the
RPG. At the simplest level, such a sys-
tem could serve as a light detector that
also maintains an event log. 

We custom designed the ring oscilla-
tor for low-power (1 nW), low-voltage
(0.7 V) operation using long-channel
transistors in the ultralow parasitics 0.5
�m silicon-on-sapphire CMOS (com-
plementary metal-oxide semiconductor)
process. The ring oscillator consists of
five stages with a tail current source to
control the circuit’s power consumption.
The current source is biased using a
diode stack between the oscillator power
rail (Vdd) and ground rail (GND). We
modified the ring oscillator’s first and
last inverter stages to accommodate the
output buffer’s load and optimize the
oscillator’s speed-energy performance.
Figure 3 shows the ring oscillator’s cur-
rent-voltage (I-V) characteristics and the
oscillation frequency’s bias voltage
dependence. We used a commercial off-
the-shelf silicon p-i-n photodiode as the
light detector. The photodiode has a
responsivity of 0.5 A/W, an active area
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W hen dealing with radioactive materials or systems that employ radioactive materials,

safety is a major concern, not only from the possibility of actually having a health-

safety issue but also the degree to which society is psychologically sensitized to anything

radioactive. The ultimate success of radioisotope-powered piezoelectric generators will

depend on offering a feature that offsets any safety issue. For example, if an RPG-powered

system can warn early in the event of a stroke or heart attack, or against a terrorist or envi-

ronmental disaster, the relatively smaller risk from minute amounts of radioactive thin film

presence would be acceptable. Consider the prevalence of radioluminescent “EXIT” signs.

These signs contain significant amounts of radioactive tritium (10 Curies), but they’re

readily found in public buildings such as schools and hospitals, because they reduce risk of

accidents from a more commonly occurring power outage. 

Another safety concern with radioactive thin films is the possibility of a terrorist using

them to create a “dirty bomb.” This risk can be mitigated by realizing submillimeter-

cube pervasive computing systems that use small amounts of radioactivity, forcing a

potential terrorist to work very hard to accumulate enough material.

Regarding safety issues specific to our power generator, it’s powered by a 16 mm2

thin film (10 micron thick) of 63Ni radioisotope with an activity level of 0.5 milliCurie 

(1 Curie = 3.7 � 1010 disintegrations/second), which is negligible compared to the 10

Curies of tritium typically used in modern emergency exit signs. Furthermore, 63Ni

emits a very-low-energy �-radiation (17 keV average energy as compared to a few

MeVs for some �-particles), which has a very low penetration depth (20 microns in

most solids). In fact, they are also blocked by the thin layer of dead skin covering our

bodies. The low penetration depth of the emitted particles combined with the solid-

state nature of the source eliminates the need for elaborate measures for shielding, 

further enhancing the applicability of the RPG for microsystems such as remote sen-

sor nodes. The element nickel isn’t highly toxic, as opposed to many other kinds of

radioisotope elements, reducing risk of chemical toxicity.

Radioactive Power Sources:
Safety and Societal Implications



of 13 mm2, a dark current of 10 nA, a
spectral response of 350-1,100 nm, and
a diode capacitance of 20 pF. We used a
780 nm vertical cavity surface emitting
laser (VCSEL) as a light source to test
the sensor microsystem.   

The micropower generator’s rectified
output signal (Figure 2b) charges a stor-
age capacitor, thus generating a bias for
driving the low-power ring oscillator (see
Figure 4) or a photodiode (see Figure 5).
The photodiode output current for an
incident optical power of 500 nW at 780
nm is 250 nA, and the ring oscillator
oscillates at 1.58 kHz for an input bias
current of 250 nA at 1.4 V. Recognizing
this, we connected the ring oscillator at
the photodiode output and shone a
square wave modulated VCSEL laser
beam on the photodiode. Figure 6 shows
the ring oscillator’s resulting modulation.
We could readily use the sensor microsys-
tem in light-sensing applications because
the ring oscillator shuts off in the light-
off state, and the frequency of oscillation
in the light-on state depends on the inci-
dent light’s intensity. 

Figure 4. (a) Schematic of the ring 
oscillator powered by the rectified signal 
from the RPG; (b) the measured output 
of the ring oscillator at the end of a 
reciprocation cycle. The oscillations lasted
six minutes (amplitude >50 mV). The
frequency was stable to 20 percent from
180 sec. to 240 sec. The ring oscillator 
output decay follows the bias output decay
(see Figure 2a). t = 0 corresponds to the
time when the cantilever discharges and
starts oscillating.
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Figure 5. (a) Schematic of the photodiode
driven by the micropower generator and
sensing an input from a pulse-modulated
laser; (b) the measured output (incident
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laser input.



Note that the bias for the oscillator is
provided by the output of the p-i-n diode,
which in turn is biased by the RPG. Shin-
ing the laser on the photodiode without
connecting it to the RPG won’t have any
effect on the circuit, as a p-i-n junction

behaves as a photodiode only when
reverse biased. This demonstrates the abil-
ity to power a simple sensor system. It’s
easy to imagine the integration of a low-
power memory system to record light
intensity rather than drive an oscillator. 

T
he efficiency level we’ve
demonstrated readily enables
power sources with much
higher energy density than

chemical batteries or fuel cells. For
example, even with a prototype pack-
age, our RPG has already attained avail-
able energy density levels of 5.9 J/cm3

(assuming a 100 nW output from the
63Ni source for 100 years and a 2.5 per-
cent conversion efficiency, and device
dimensions of 2 cm � 1 cm � 0.5 cm), as
compared to 0.435 J/cm3 of a Panasonic
Li-ion battery (model CGR1850A,
assuming 2,000 mAh capacity and
dimensions of 1.8 cm diameter and 6.5
cm height). Furthermore, the chemical
battery has a limited shelf life (three to
four years) owing to self-discharging
across potential barriers. In contrast, the
RPG shelf-life-limiting mechanisms may
include radioactive thin-film surface
degradation or vacuum degradation.

However, the high energy of the elec-
trons has been demonstrated to self-
pump chambers and self-clean the sur-
faces in the battery. These features
indicate that the RPG might be the only
power source suited for long-lifetime
applications without shelf degradation.
Although we’ve presented results for a rel-
atively large RPG, the device architecture
is readily scaled to microscale and is par-
ticularly amenable to MEMS (micro-
electromechnical systems). We intend to
miniaturize the microgenerator by scal-
ing down the cantilevers and making large
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1.58 kHz. The waveform was captured
200 ms after the discharge. 
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arrays of RPGs for different voltage and
power levels required by multifunctional
microsystems. The physics of breakdown
at the microgap level is different and can
sustain much higher breakdown fields, a
topic we’re currently investigating.

We also hope to eventually integrate
vibration scavenging and RPG operation
to provide enough power for low-power
data maintenance operations. Further-
more, the presence of large vibrations
could enable higher-power operations
from the same baseline architecture.

Needless to say, the RPG offers a
unique, long-lasting power source for
objects that can’t be connected by
wires.
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